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" \ ROAD OR OTHER EXISTING
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%18" OR SUFFICIENT
TO DIVERT RUNCFF

CONSTRUCTION ENTRANCE

CULVERT AS NEEDED

SPECIFICATIONS FOR CONSTRUCTION ENTRANCE:

DESCRIPTION:
N e . v £ _— A CONSTRUCTION ENTRANCE 15 A STABILIZED PAD OF AGOREGATE OVER A GLOTEXTILE BASE AND 1S

1. STONE SIZE~ODOT g2 (1.5~2.5 INCH) STONE SHALL BE USED, OR RECYCLED CONCRETE EQUIVALENT. USED 70 REDUCE THE AMOUNT OF MUD TRACKED OFF~SITE WUH CONSTRUCTH RAEFIC
2. LENGTH-—THE CONSTRUCTION ENTRANCE SHALL BE AS LONG AS REQUIRED 10 STABILIZE HIGH TRAFRIC CONDITIONS WHERE PRACTICE APPLIES:

AREAS BUT NOT LESS THAM 70 FT. (EXCEPT ON SINGLE RESIDENCE LOT WHERE A 30-FT. MINBRIM

LENGTH APPLIES). A CONSTRUCTION ENTRANCE SHOULD BE USED:
3. THICKNESS——THE STONE LAYER SHALL BE AT LEAST 6 IN. THICK FOR LIGHT DUTY % WHERE CONSTRUCTION VEHICLES LEAVE ACTIVE CONSTRUCTION AREAS ONTO SURFACES WHERE RUNOFF

ENTRANCES OR AT LEAST 10 INCHES FOR HEAVY DUTY USE. 1S NOT CHECKED 8Y SEDIMENT CONTROLS;
4, WOTH——THE ENTRANCE SHALL BE AT LEAST 14 FT. WIDE, BUT NOT LESS THAN THE FULL WDTH AT « AT ALL POINTS OF EGRESS TO PUBLIC ROADS;

POINTS WHERE INGRESS AND EGRESS OCCURS.

5. GEQTEXTLE~~A GEOTEXTLE SHALL BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACNG STOKE. 1T A7 THE ENTRANCE OF INOMDUAL BUILDING LOTS;
SHALL. BE COMPOSED OF STRONG ROT~PROOF POLYMERIC FIBERS AND MEET THE FOLLOWNG SPECS. '

GEOTEXTLE SPECFICATION FOR CONSTRUCTION ENTRANGE PLANMNGT}%} 2:%&2&1 NOT BE RELIED ON TO REMOVE HUD FROM CONSTRUCTION TRAFFIC.  MOST 8UD
> - x : AFFIC.  MOST M

iy R?T{:JRS‘TF;?EEM o L;BS‘ 13 FLUNG FROM TRES AS VEHICLES REACH SPEEDS HIGHER THAM IS REACHED ON SIE. THE BEST

MINMUM PUNCTURE 80 P3 APPROACH TO PREVENTING OFF—SITE TRACKING IS TO KEEP VEHICLES THAT FREQUENTLY ENTER AND LEAVE

* WHERE FREGUENT VEHICLES AND EQUIPMENT INGRESS/EGRESS IS EXPECTED SUCH AS AT THE

HINMUK TEAR STRENGTH 30 LBS. 4 SITE, AWAY FROM WUDDY AREAS IN THE FIRST PLACE. VEMICLES SHOULD BE RESTRICTED T0
UM BURST STRENGTH 655 STABILIZED AREAS Y0 THE EXTENT PRACTICAL, AND AREAS #HERE FRECUENT IRGRESS/EGRESS
HINBAUM ELONGATION i 1S EXPECTED SHOULD BE STaBILIZED.
COUNALENT GPENING STE £08 < 0.5 W,
PERMITAVTY ' g
6. TMING —-THE CONSTRUCTION ENTRANCE SMALL BE INSTALLED A FCABLE BEFO WUD SPULLED, DROPSID, WASHED OR TRAC T P ROADS, ~
HAKR CRADING ACTVITIES. FUNOFF 15 NOT CHECKED BY SEDIMEMT CONTROLS, SHALL BE REMOVED MMEDIATELY. REMOVAL SHALL
‘g [ni i
7. CULVERT-—A PIPE OR CULVERT SHALL BE CONSTRUCTED UNDER THE ENTRANCE IF NEEDED T0 BE ACCOMPLISHED BY SCRAPING OR SWEEPING.
BREVENT SURFACE WATER FLOWING ACROSS THE ENTRANCE FROM BEING DIRECTED OUT ONTO 10. CONTRUCTION ENTRANCES SHALL NOT BE RELEED UPON TO REMOVE MUD FROM VEHICLES AND PREVENT
PAVED SURFACES. OFF—SITE TRACKING, VEHICLES THAT ENTER AMD LEAVE THE CONSTRUCTION-SITE SHALL BE RESTRICTED
8. WATER BAR-—A WATER BAR SHALL BE CONSTRUCTED A5 PART OF THE CONSTRUCTION ENTRANCE IF FROM MUDDY AREAS.
WFEDED 10 PREVENT SURFACE RUNOFF FROM FLOWNG THE LENGTH OF THE CONSTRUCTION ENTRANCE 11, REMOVAL~- THE ENTRANCE SHALL REMAN IN PLACE UNTIL THE DISTURBED AREA IS STABILIZED OR REPLACED

AND OQUT ONTO PAVED SURFACES.

5425 WARNER ROAD ~ GUTE W
VALLEY VIEW, OFIQ 44125
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